
 
1. Satellite Dish may be installed on Deck Post (optimally), Deck Rail, or 

Deck Fascia 
a. DO NOT ATTACH SATELLITE DISH THROUGH SIDING 

2. Attach Satellite Cable to Deck Post 
a. DO NOT ATTACH CABLE THROUGH SIDING 

3. Attach Satellite Cable to Decking Under Rail 
a. Cable MUST NOT be installed to create a Trip Hazard 

4. Attach Satellite Cable to Decking or Along Building Wall 
a. Cable MUST NOT be installed to create a Trip Hazard 

5. Use only Adhesive or hanging clips on siding (see allowable examples) 
a. No Screws, Nails, Hooks are allowed to penetrate the sidin 

 
 

 
 

 

Satellite Dish Connection at Third 
Floor (Optimal Installation Location) 

Satellite Dish Connection at Second 
Floor (Optimal Installation Location)

Satellite Dish Connection at First 
Floor (Optimal Installation Location)

Satellite Cable to be Installed on 
Outside of Deck Post 

Satellite Cable to be Installed on 
Outside of Deck Post 

Satellite Cable to be Installed on 
Outside of Deck Post 
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DO NOT INSTALL CABLE OR DISH THROUGH SIDING 
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6. Install Satellite Cable Through Exterior Plate Marked “SATELLITE DISH 

CONNECTION ONLY” 
a. Do Not Install Satellite Cable Across Patio, See Steps 2-5 

 

 
 

 
 

7. Remove Cover 

 

Exterior Satellite Plate 

Do Not Install Satellite 
Cable Across Patio 
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8. Reveal String in Box 

a. String is to “fish” cable to Interior Boxes 
b. DO NOT REMOVE STRING 

 

 
 

 
 

Interior Plate 
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9. Remove Interior Plate to Reveal Strings 

a. String is to “fish” cable to Interior Boxes 
b. DO NOT REMOVE STRING 
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10. Determine which string is connected to Exterior Box 
a. DO NOT REMOVE STRING 

11. Note: 
a. There is an individual string connected to the Exterior Box, 

Bedroom, and where applicable Second Bedroom and Loft 
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12. Attach Satellite Cable to String from Exterior Junction Box 

 
 

13. Pull string from inside to “fish” Satellite Cable to inside 

 
 

 
 

14. Repeat Steps #9-12 to “fish” Satellite Cable to other Rooms 
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15. How To Install Satellite Cable Through Exterior Plate Marked “SATELLITE 
DISH CONNECTION ONLY” 
 

 
Option 1: 
Install Cable Grommet Through Exterior Plate Penetration 

 
 

Option 2: 
Replace Exterior Plate Marked “SATELLITE DISH CONNECTION 
ONLY” with Bulk Ribbon Cable Wall Plate 
 

 
Example 
Item No.: ACBW1W 
http://www.summitsource.com/ 
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